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OPTIONS AND 
ACCESSORIES
Breaker Bits: Bobcat offers 
a selection of breaker tools, 
equipping you with the right 
tool for each job. 

• Transmit lower noise and vibration levels

• 60- to 1000-ft.-lb. impact energy classes

•  Most models can quickly mount to 
loader or excavator

• Virtually maintenance-free

and cut through 
asphalt easier.

Turn your compact loader or excavator into a 

powerfully precise demolition machine with the 

hydraulic breaker attachment. It delivers maximum 

efficiency by matching hydraulic capacity of the 

carrier to the breaker, allowing consistent machine 

to breaker performance. It provides a quieter 

operation while still maintaining blows per minute.

BREAK 
CONCRETE 

FASTER

Scan the code to 
watch the breaker 

in action.
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For more information    



Model HB280 HB680 HB880 HB980 HB1180 HB1380 HB2380

Performance
Impact Energy Class 60 ft.-lb. (81 J) 150 ft.-lb. (200 J) 300 ft.-lb. (339 J) 500 ft.-lb. (650 J) 750 ft.-lb. (1016 J) 850 ft.-lb. (1152 J) 1000 ft.-lb. (1356 J)
CIMA Tool Energy Rating 59 ft.-lb. (59 J) 143 ft.-lb. (194 J) 208 ft.-lb. (282 J) 281 ft.-lb. (382 J) 384 ft.-lb. (502 J) 515 ft.-lb. (700 J) 700 ft.-lb. (950 J)
Blows per Minute 1290 @ 6 gpm 1340 @ 13 gpm 1310 @ 17 gpm 1450 @ 21 gpm 1280 @ 26 gpm 1230 @ 32 gpm 910 @ 33 gpm

Flow Requirements 3.4-6.1 gpm 
(13-23 L/min.)

7.0-13.0 gpm 
(26-49 L/min.)

8.0-17.0 gpm 
(30-64 L/min.)

12.0-23.0 gpm 
(45-87 L/min.)

15.0-26.0 gpm 
(57-98 L/min.)

17.0-32.0 gpm 
(65-120 L/min.)

19.8-33.0 gpm 
 (75-125 L/min.)

Estimated Breaker Performance with Concrete
Recommended Working 
Thickness

1.0-4.0 in. 
(25-100 mm)

2.0-4.0 in. 
(50-100 mm)

4.0-10.0 in. 
(100-250 mm)

6.0-14.0 in. 
(150-350 mm)

8.0-16.0 in. 
(150-350 mm)

10.0-18.0 in. 
(250-455 mm)

12.0-20.0 in. 
(305-500 mm)

Demolished Volume Per Hour

Non-Reinforced 1-2 cu. yd./hr. 
(0.8-1.5 cu. m/hr.)

1-4 cu. yd./hr. 
(0.8-3.1 cu. m/hr.)

4-12 cu. yd./hr. 
(3.1-9.2 cu. m/hr.)

5-15 cu. yd./hr. 
(3.8-11.5 cu. m/hr.)

6-15 cu. yd./hr. 
(4.6-11.5 cu. m/hr.)

8-17 cu. yd./hr. 
(6 .1-13 cu. m/hr.)

10-20 cu. yd./hr. 
(7.6-15.3 cu. m/hr.)

Reinforced 1-2 cu. yd./hr.
(0.8-1.5 cu. m/hr.)

1-3 cu. yd./hr..
 (0.8-2.3 cu. m/hr.)

1-4 cu. yd./hr. 
(0.8-3.1 cu. m/hr.)

2-6 cu. yd./hr.
(1.5-4.6 cu. m/hr.)

2-7 cu. yd./hr. 
(1.5-5.4 cu. m/hr.)

3-8 cu. yd./hr. 
(2.3-6.1 cu. m/hr.)

4-9 cu. yd./hr.
(3.1-6.9 cu. m/hr.)

Weights
Breaker w/ Nail Point & 
Excavator Fixing Cap 160 lb. (73 kg) 426 lb. (152 kg) 580 lb. (263 kg) 720 lb. (327 kg) 819 lb. (372 kg) 1011 lb. (459 kg) 1065 lb. (483 kg)

Breaker w/ Nail Point & 
Loader Mounting Frame N/A 494 lb. (224 kg) 736 lb. (334 kg) 876 lb. (397 kg) 1050 lb. (476 kg) 1161 lb. (527 kg) 1215 lb. (551 kg)

Breaker w/ Nail Point, Exca-
vator Fixing Cap & Loader 
X-Change Frame

N/A 632 lb. (287 kg) 786 lb. (334 k 1082 lb. (490 kg) 1130 lb. (513 kg) N/A N/A

Dimensions
A) Length  
(Excavator Fixing Cap) 40.3 in. (1024 mm) 49.7 in. (1262 mm) 57.5 in. (1461 mm) 60.7 in. (1542 mm) 64.9 in. (1647 mm) 67.5 in. (1713 mm) 71.3 in. (1811 mm)

(B) Tool Length 10.6 in. (269 mm) 13.0 in. (330 mm) 13.0 in. (330 mm) 14.0 in. (356 mm) 16.0 in. (406 mm) 17.0 in. (432 mm) 18.0 in. (457 mm)
(C) Breaker Lower  
Cradle Diameter 5.2 in. (132 mm) 7.3 in. (186 mm) 8.4 in. (214 mm) 8.8 in. (223 mm) 9.5 in. (241 mm) 9.6 in. (244 mm) 9.7 in. (246 mm)

(D) Width  
(Loader Mounting Frame) N/A 45.4 in. (1152 mm) 45.4 in. (1152 mm) 45.4 in. (1152 mm) 45.4 in. (1152 mm) 45.4 in. (1152 mm) 45.4 in. (1152 mm)

(E) Height  
(Loader Mounting Frame) N/A 20.5 in. (520 mm) 20.5 in. (520 mm) 20.5 in. (520 mm) 20.5 in. (520 mm) 20.5 in. (520 mm) 20.5 in. (520 mm)

(F) Length  
(Loader Mounting Frame) N/A 44.7 in. (1136 mm) 52.9 in. (1344 mm) 55.9 in. (1421 mm) 60.3 in. (1530 mm) 64.9 in. (1647 mm) 68.7 in. (1745 mm)

Tool Diameter 1.5 in. (37 mm) 2.2 in. (55.1 mm) 2.6 in. (65 mm) 2.8 in. (72.1 mm) 3.0 in. (77 mm) 3.4 in. (85 mm) 3.8 in. (95 mm)

AUTO POWER
Automatically regulates pressure, ensuring hydraulic breaker 
operation regardless of changes in outdoor temperature and 
delivering maximum performance across a large range of 
carriers. Also, limits excessive pressure at the time of 
start-up, preventing possible downtime.

BREAKER CRADLE
A cylindrical design improves job access in confined areas, 
providing accurate performance in more environments.

EASY MOUNTING AND CARRIER VERSATILITY
Quickly and easily mount and remove, or switch the hydraulic 
breaker attachment from a loader to excavator, with the 
Bob-Tach and X-Change attachment mounting systems.

ENERGY CHAMBER WITH DIAPHRAGM
The energy chamber keeps nitrogen pressure constant, 
providing a true performance advantage. No periodic 
charging required, making it virtually maintenance-free.

HOSE GUARD
Protects hoses and fittings when working in tight spaces.

QUIETER OPERATION
Upper and lower shock absorbers isolate the breaker from 
the housing, reducing noise and vibration to deliver operator 
comfort without sacrificing performance.

STEEL RING SYSTEM
An innovative Bobcat feature, the steel ring system retains 
the tool bushing, protects the grease access and provides 
for quick tool changes.

INCLUDED GO/NO-GO GAUGE
Allows operator to quickly verify three critical wear areas; 
check the gauge to see whether components meet spec or 
not. No measuring.

SINGLE LOWER BUSHING
Most models have just one lower bushing that is easily 
replaceable on the job.

EASY, MINIMAL MAINTENANCE
Designed for minimum downtime and maximum attachment 
life, the internal power cell has fewer moving parts, including 
only 12 main service parts.

Approved Machines: Skid-Steer Loader, Compact Track Loader, All-Wheel Steer Loader, Mini Excavator, Mini Track Loader
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